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LEGEND:

NOTES:

1. SEE DRAWING E-1 FOR ELECTRICAL ABBREVIATIONS.O_Q
SEE DRAWING E-2 FOR ELECTRICAL GENERAL NOTES.

2. COLOR CODING OF CONDUCTORS FOR 240/480V, 1@, 3W
LIGHTING SYSTEM IS AS FOLLOWS:
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PROPOSED LIGHTING CONTROLLER ‘’C115"
200A, 240/480V, 1

1 ar ub, 3-1/C “g 1/C #8 GND (LITE)
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3W
STA. 328+90, 12’ SETBACK

1 ub, 3-1/C 1/C *4 GND (RECP)
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TEMPORARY LIGHTING CONTROLLER
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150A, 240/480V,
13602 S. LaGRANGE RD.
STA. 322+36, 56.9 LT
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CKTS. C&D: 3-1/C *2 w/MW
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PROPOSED LIGHTING UNIT: 400W, 240V PHASE
TO NEUTRAL, HPS LUMINAIRE WITH TYPE III
DISTRIBUTION, 45°-2‘ ALUMINUM POLE SHAFT
ON 24" DIAMETER CONCRETE FOUNDATION,
47'-6" MOUNTING HEIGHT, 12°-0"" MAST ARM,
WITH 5A FUSE AND T-BASE (RED PHASE-OPEN
SYMBOL, BLACK PHASE-SHADED SYMBOL)

EXISTING TEMPORARY LIGHTING UNIT TO
REMAIN

PROPOSED UNDERPASS LUMINAIRE, 100 WATT,
240V_PHASE TO NEUTRAL, HPS, WITH TYPE III
DISTRIBUTION, WALL MOUNTED (RED PHASE-
OPEN SYMBOL, BLACK PHASE-SHADED SYMBOL)

EXISTING UNDERPASS LIGHTING UNIT (RED
PHASE-OPEN SYMBOL, BLACK PHASE-SHADED
SYMBOL)

PROPOSED ROADWAY LIGHTING CONTROLLER
EXISTING LIGHTING CONTROLLER

PROPOSED COMED PAD-MOUNTED TRANSFORMER
FOR UTILITY SERVICE CONNECTION

PROPOSED STAINLESS STEEL, NEMA 4X
JUNCTION BOX ATTACHED TO STRUCTURE
(SIZED AS INDICATED ON PLANS)

EXISTING STAINLESS STEEL, NEMA 4X
JUNCTION BOX ATTACHED TO STRUCTURE
(SIZED AS INDICATED ON PLANS)

PROPOSED CONDUIT AND CABLE AS INDICATED
TO SECONDARY SIDE OF UTILITY SERVICE
CONNECTION

PROPOSED UNIT DUCT: SIZE AND QUANTITY OF
CONDUCTORS AS INDICATED

PROPOSED CONDUCTORS IN 1'* PVCC RGS
CONDUIT ATTACHED TO STRUCTURE: SIZE AND

LaGRANGE ROAD (P * (P * [lj * [P * [P * * QUANTITY OF CONDUCTORS AS INDICATED
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CONTINUED BELOW CONTINUED ABOVE ——  EXISTING CONDUCTORS IN 1" PVCC RGS
" . . CONDUIT ATTACHED TO STRUCTURE: SIZE AND
(20 14" UD, 3-1/C *2, 1/C *4 GND (LITE) (RECP) QUANTITY OF CONDUCTORS AS INDICATED
. EXISTING CONTROLLER *3
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LIGHTS (2) 15" UD, 3-1/C *2, 1/C *4 GND (LITE) (RECP) BRIDCE UNDERPASS v -- -- v -- -
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TOTAL 26 6240 TOTAL 26 6240
LIGHTING CONTROLLER ""C115" STAGE 1A WIRING DIAGRAM » Sz LOAD TABULATION IS BASED ON THE FOLLOWING:
N.T.S.
400W HPS LUMINAIRE: 2.0A AT 240V
100W HPS UNDERPASS LUMINAIRE: 0.5A AT 240V
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